C336 - Colleton County Shell Building 2 10/18/2013
Colleton County, SC

SECTION 009114 - ADDENDUM NUMBER 4
PARTICULARS

1.01 DATE: October 18, 2013

1.02 PROJECT: Colleton County Shell Building 2

1.03 PROJECT NUMBER: C336

1.04 OWNER: Colleton County Economic Alliance, Inc.
1.05 ARCHITECT: Carlisle Associates Inc.

TO: PROSPECTIVE BIDDERS

2.01 This Addendum forms a part of the Contract Documents and modifies the Bidding Documents
dated 09/20/2013, with amendments and additions noted below.

2.02 Acknowledge receipt of this Addendum in the space provided in the Bid Form. Failure to do so may
disqualify the Bidder.

2.03 This Addendum consists of two (2) pages and the following:

A. DOCUMENTS:
1. Table of Contents-R2 dated 10/18/2013.
2. Section 00 3101 - Available Project Information - Off-Site Report dated 10/18/2013.
3. Section 00 4321 - On-Site Unit Prices Form - Supplement A-R2 dated 10/18/2013.
4,  Section 00 4322 - Off-Site Unit Prices Form - Supplement B-R2 dated 10/18/2013.
5. Section 03 4110 - Precast Insulated Structural Concrete Panels - R1 dated 10/18/2013.

B. DRAWINGS:

1. C336_Plan SK1 - ADD-4.
2. C336_Plan SK2 - ADD-4.
CHANGES TO ADDENDA
3.01 None.

CHANGES TO PROCUREMENT REQUIREMENTS
4.01 DELETE Table of Contents -R1 and INSERT Table of Contents-R2.
4.02 INSERT Section 00 3101 - Available Project Information - Off-Site Report

4.03 DELETE Section 00 4321 - On-Site Unit Prices Form - Supplement A-R1 and INSERT Section 00
4321 - On-Site Unit Prices Form - Supplement A-R2.

4.04 DELETE Section 00 4322 - Off-Site Unit Prices Form - Supplement B-R1 and INSERT Section 00
4321 - Off-Site Unit Prices Form - Supplement B-R2.

CHANGES TO THE CONTRACTING REQUIREMENTS
CHANGES TO THE SPECIFICATIONS

6.01 DELETE Section 03 4110 - Precast Insulated Structural Concrete Panels and INSERT Section 03
4110 - Precast Insulated Structural Concrete Panels-R1.

CHANGES TO THE DRAWINGS

7.01 INSERT Sketch C336_Plan SK1 - ADD-4 an Elevation Detail indicating reveal sizes.
7.02 INSERT Sketch C336_Plan SK2 - ADD-4 an Elevation Detail indicating reveal sizes.
CLARIFICATIONS

8.01 Clarification Section 00 2113 - Instructions to Bidders:

A. Paragraph 2.04.E states the Proposed Schedule of Values is due to the Owner at 4 pm ET on the
Bid Date.
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8.02 Clarification for Basis of Award:

A. Section 00 2113 - Instructions to Bidders attachment AIA Document A701 Article 5
Consideration of Bids, Section 00 2213 - Supplementary Instructions for Bidders, and Section
00 7400 Owner's General Instructions to Offerors delineate the basis of the award requirements.

8.03 Clarification of Section 03 4110 - Precast Insulated Structural Concrete Panels:

A. Intent of the Section is to provide thermally improved concrete panel with minimum thermal
performance stated in the specification. Design shown was initially calculated to determine the
minimum thickness to meet structural and thermal performance stated in the specification.

8.04 Clarification to 1/A201 & 2/A201:
A. Knock Out panels are outlined with a 3/8”x 3/8” continuous reveal.
8.05 Clarification to A300, A301, and A302:

A. All 1°-0” reveals are 3/8” deep and 1’-0” across the back surface. Chamfer top and bottom
edges 45° maximum.

8.06 Clarification to Drawing S001.:

A. S001 notes WIND LOAD 133 MPH for a Category Risk Il building. Per IBC 2012, the
Category Risk 11 building is located outside of the WIND BORNE REGION and the wind
speed noted is less than the 140 MPH Ultimate Wind Speed. Therefore the project is not
required to be rated for Large Missile Impact with regard to aluminum storefronts and glazing.

END OF SECTION
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SECTION 00 3101 - AVAILABLE PROJECT INFORMATION - OFF-SITE REPORT
PART 1 GENERAL
1.01 EXISTING CONDITIONS

A. Certain information relating to existing surface and subsurface conditions and structures is
available to bidders but will not be part of the Contract Documents, as follows:

B. Geotechnical Report: Entitled Geotechnical Exploration Colleton County Commerce Center,
Walterboro, South Carolina, S&ME Project No. 1131-13-429, dated September 21, 2013.

1.
2.

A copy of this report is attached to this Section.

This report identifies properties of below grade conditions and offers recommendations
for the design of foundations, prepared primarily for the use of Architect.

The recommendations described shall not be construed as a requirement of this Contract,
unless specifically referenced in the Contract Documents.

This report, by its nature, cannot reveal all conditions that exist on the site. Should
subsurface conditions be found to vary substantially from this report, changes in the
design and construction of foundations will be made, with resulting credits or
expenditures to the Contract Price accruing to Owner.

Prior to bidding, bidders may make their own subsurface investigations to satisfy
themselves as to site and subsurface conditions. Such investigations may be preformed
only under time schedules and arrangements approved in advance by the Engineer.

1.02 QUALITY ASSURANCE

A. A soil engineer will be retained by the Owner to observe performance of work in connection
with excavating, trenching, filling, backfilling and grading, and to perform compaction tests.

B. Re-adjust work performed that does not meet technical or design requirements.

C. Make no deviation from the Contract Documents without specific and written approval from
the Engineer

PART 2 PRODUCTS (NOT USED)
PART 3 EXECUTION (NOT USED)
END OF SECTION
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SECTION 00 4321 - ON-SITE UNIT PRICES FORM - SUPPLEMENT A - R2
PARTICULARS
The following is the list of Unit Prices referenced in the bid submitted by:
(Bidder)
TO (Owner)
dated and which is an integral part of the Bid Form.

The following are Unit Prices for specific portions of the Work as listed, and are applicable to
authorized variations from the Contract Documents.

These Unit Prices will be used to adjust On-Site portions of the Work only. See Supplement B for
Unit Prices associated with Oft-Site portions of the Work.

UNIT PRICES:

The following Unit Prices shall be utilized as noted in the Bid Documents to adjust the Contract
Sum for the actual quantities of work performed, above or below the Bid quantities listed herein
below by the Contractor. (See Specification Section 01 2100 and Section 01 2200):

UNIT PRICE LIST

Item | Description Estimated | Unit of Unit Price | Total
No. Quantity Measure
1 Clearing & Grubbing AC $ $
2 Unsuitable Soil Removal & Disposal CY $ $
3 Import, Placement & Compaction of CYy $ $

Structural Fill
4 Graded Aggregate Base Course (6" $

Unif)) SY $
5 Prime Coat GAL $ $
6 Hot Mix Asphalt Surface Course -

Type B TON $ $
7 Portland Cement Concrete Paving

(4" Unif) SY $ $

8 Portland Cement Concrete Sidewalk

(5-ft Wide) LF $ $
9 24" White Solid Lines (Stop Bar) -

Thermoplastic 125 Mil. LF $ $
10 4" Yellow Solid Double Line

(Entrance Centerline) - Dry Paint LF $ $
11 4" White Solid Single Line (Parking

Stall Stripe)- Dry Paint LF $ $
12 4" Blue Solid Single Line (Handicap

Parking Stalls) - Dry Paint LF $ $
13 Flat Sheet, Type III, Fixed Size &

Message Sign SF $ $
14 U-Section Post for Sign Supports - 3P LF $ $

ON-SITE UNIT PRICES FORM - SUPPLEMENT A - R2 00 4321 -1
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Item | Description Estimated | Unit of Unit Price | Total
No. Quantity Measure
15 Precast Concrete Wheel Stop EA $
16 Beveled End Section for 24" Circular
Pipe EA $
17 Headwall for 24" Circular Pipe - 1 $
Line EA
18 24" RC Pipe Cul.- Class III LF $
19 24" HDPE Pipe LF $
20 18" HDPE Pipe LF $
21 15" HDPE Pipe LF $
22 12" HDPE Pipe LF $
23 10" HDPE Pipe LF $
24 Stormwater Cleanout Assembly EA $
25 12" x 15" HDPE Reducing Fitting EA $
26 15" x 18" HDPE Reducing Fitting EA $
27 10" x 12" HDPE Wye Fitting EA $
28 10" x 15" HDPE Wye Fitting EA $
29 10" x 18" HDPE Wye Fitting EA $
30 | 10" x 12" HDPE Wye Fitting EA $
31 4' Dia. Precast Concrete Junction Box EA $
32 Rip Rap (Class B) TON $
33 Geotextile for Erosion Control Under SY
Rip Rap (Class 2) Type B $
34 Sediment Tube, includes maintenace LF $
35 Rip Rap Sediment Dam, includes TON $
maintenace
36 Stone Check Dam, includes TON $
maintenance
37 Silt Fence, includes maintenance LF
38 Construction Access Road SY $
39 Stabilized Construction Entrance SY $
40 Temporary Erosion Control Blanket $
(ECB) MSY
41 Temporary Cover AC $
42 Permanent Cover AC $
TOTAL COST OF SUPPLEMENT A WORK AS BID
END OF SUPPLEMENT A
ON-SITE UNIT PRICES FORM - SUPPLEMENT A - R2 004321 -2
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SECTION 00 4322 - OFF-SITE UNIT PRICES FORM - SUPPLEMENT B - R2

PARTICULARS
The following is the list of Unit Prices referenced in the bid submitted by:
(Bidder)
TO (Owner)
dated and which is an integral part of the Bid Form.

10/18/2013

The following are Unit Prices for specific portions of the Work as listed, and are applicable to
authorized variations from the Contract Documents.

These Unit Prices will be used to adjust Off-Site portions of the Work only. See Supplement A for
Unit Prices associated with On-Site portions of the Work.

UNIT PRICES:

The following Unit Prices shall be utilized as noted in the Bid Documents to adjust the Contract
Sum for the actual quantities of work performed, above or below the Bid quantities listed herein
below by the Contractor. (See Specification Section 01 2100 and Section 01 2200):

UNIT PRICE LIST

Item Estimated | Unit of
No. | Description Quantity Measure | Unit Price | Total
1 Clearing & Grubbing w/n R.O.W. AC $ $
2 Removal & Disposal of Existing

Chain-Linked Fence LF $ $
3 Removal of Existing Gravel

Driveway SY $ $
4 Remove Existing Culvert

(18" X 20" EA $ $
5 Unclassified Excavation CY $ $
6 Borrow Excavation CYy $ $
7 Muck Excavation CYy $ $
8 Fine Grading SY $ $
9 Graded Aggregate Base Course

(8" Unif.) SY $ $
10 Prime Coat GAL $ $
11 Liquid Asphalt Binder PG64-22 TON $ $
12 Hot Mix Asphalt Surface Coat -

Type B TON $ $
13 Permanent Construction Signs

(Ground Mounted) SF $ $

OFF-SITE UNIT PRICES FORM - SUPPLEMENT B - R2
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Item Estimated | Unit of
No. Description Quantity Measure | Unit Price | Total
14 Pavement Markings (Temporary
Paint) 4" Yellow Solid Lines LF $ $
15 Pavement Markings (Temporary
Paint) - 24" White Solid Lines LF $ $
16 24" White Solid Lines
(Stop/Diagonal Lines) -
Thermoplastic 125 Mil. LF $ $
17 4" Yellow Solid Lines (Pvt. Edge
Lines) Thermoplastic 90 Mil. LF $ $
18 Flat Sheet, Type III, Fixed Size &
Message Sign SF $ $
19 U-Section Post for Sign Supports -
3P LF $ $
20 Headwall for 18" Circular Pipe -
1 Line EA $ $
21 Headwall for 30" Circular Pipe -
1 Line EA $ $
22 Headwall for 30" Circular Pipe -
2 Lines EA $ $
23 Headwall for 36" Circular Pipe -
3 Lines EA $ $
24 18" RC Pipe Cul. - Class III LF $ $
25 30" RC Pipe Cul. - Class I1I LF $ $
26 36" RC Pipe Cul. - Class III LF $ $
27 Catch Basin - Type 16 EA $ $
28 36" x 36" Junction Box EA $ $
29 Concrete Curb & Gutter (1'-6")
Vertical Face LF $ $
30 Concrete Flume EA $ $
31 Rip Rap (Class B) TON $ $
32 Geotextile for Erosion Control
Under Rip Rap (Class 2) Type B SY $ $
33 Adjust Water Service Line EA $ $
34 Permanent Cover AC $ $
35 Temporary Cover AC $ $
36 Temporary Erosion Control Blanket
(ECB) MSY $ $
37 Sediment Tubes LF $ $
38 Inlet Structure Filter - Type F
(Weighted) LF $ $
39 Silt Fence LF $ $
OFF-SITE UNIT PRICES FORM - SUPPLEMENT B - R2 004322 -2
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Item Estimated | Unit of
No. Description Quantity | Measure | Unit Price Total
40 Repair/Replace Silt Fence LF $ $
41 Removal of Silt Retained by Silt
Fence LF $ $
42 Inlet Structure Filter - Type A LF $ $
43 Sediment Dam Riprap TON $ $
44 Stabilized Construction Entrance SY $ $
45 Inlet Filter Cleaning EA $ $
TOTAL COST SUPPLEMENT B WORK AS BID $
ALTERNATE 3
Item Estimated | Unit of
No. Description Quantity Measure | Unit Price Total
1 Graded Aggregate Base Course
(6" Unif.) SY $ $
2 Portland Cement Concrete Pvmt.
(6" Unif.) SY $ $
3 Graded Aggregate Base Course
(8" Unif.) SY $ $
4 Prime Coat GAL $ $
5 Liquid Asphalt Binder PG64-22 TON $ $
6 Hot Mix Asphalt Surface Course -
Type B TON $ $
TOTAL COST OF ALTERNATE 3 WORK AS BID $
END OF SUPPLEMENT B
OFF-SITE UNIT PRICES FORM - SUPPLEMENT B - R2 004322 -3
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SECTION 03 4110 - PRECAST INSULATED STRUCTURAL CONCRETE PANELS - R1

PART 1

GENERAL

1.01 SECTION INCLUDES

A.
B.
C.

Precast prestressed insulated wall panels.
Grout packing.

Connection and supporting devices.

1.02 RELATED REQUIREMENTS

A.
B
C.
D.
E

1.03 RE
A.

N.

Section 03 3000 - Cast-in-Place Concrete.
Section 05 1200 - Structural Steel Framing.
Section 05 2100 - Steel Joist Framing.
Section 05 3100 - Steel Decking.

Section 07 9005 - Joint Sealers: Perimeter joints with sealant and backing.

FERENCE STANDARDS

ACI 318 - Building Code Requirements for Structural Concrete and Commentary; American
Concrete Institute International; 2011.

ASTM A 36/A 36M - Standard Specification for Carbon Structural Steel; 2008.

ASTM A 153/A 153M - Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel
Hardware; 2009.

ASTM A 185/A 185M - Standard Specification for Steel Welded Wire Reinforcement, Plain,
for Concrete; 2007.

ASTM A416/A416M - Standard Specification for Steel Strand, Uncoated Seven-Wire for
Prestress Concrete; 2012.

ASTM A 497/A 497M - Standard Specification for Steel Welded Wire Reinforcement,
Deformed, for Concrete; 2007.

ASTM A 615/A 615M - Standard Specification for Deformed and Plain Billet-Steel Bars for
Concrete Reinforcement; 2012.

ASTM C150 - Standard Specification for Portland Cement; 2012.
AWS D1.1/D1.1M - Structural Welding Code - Steel; 2010.

AWS D1.4/D1.4M - Structural Welding Code - Reinforcing Steel; American Welding Society;
2011.

PCI MNL-116 - Manual for Quality Control for Plants and Production of Structural Precast
Concrete Products; Precast/Prestressed Concrete Institute; 1999, Fourth Edition.

PCI MNL-120 - PCI Design Handbook - Precast and Prestressed Concrete; Precast/Prestressed
Concrete Institute; Seventh Edition, 2010.

PCI MNL-123 - Design and Typical Details of Connections for Precast and Prestressed
Concrete; Precast/Prestressed Concrete Institute; 1998, Second Edition.

PCI MNL-135 - Tolerance Manual for Precast and Prestressed Concrete Construction;
Precast/Prestressed Concrete Institute; 2000.

1.04 ADMINISTRATIVE REQUIREMENTS

A.

Preinstallation Meeting: Convene a pre-installation conference one week prior to commencing
work of this section.

PRECAST INSULATED STRUCTURAL CONCRETE PANELS - R1 034110 -1
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1.05 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.

B. Shop Drawings: Indicate layout, unit locations, fabrication details, unit identification marks,
reinforcement, connection details, support items, dimensions, openings, and relationship to
adjacent materials. Indicate design loads, deflections, cambers, bearing requirements, and
special conditions.

C. Design Data: Submit design data reports indicating calculations for loadings and stresses of
fabricated, designed framing.

D. Thermal Performance: Provide calculations complying with ASHRAE/IESNA Standard 90.1
and confirming the effective thermal resistance for the concrete sandwich wall system.

1.  Sandwich panel system is designed and configured to eliminate "thermal bridging"
resulting from penetrations of insulation layer by highly conductive or non-insulating
materials.

2. Sandwich wall connecting system shall not reduce the thermal resistance of the wall
assembly by more than two percent (2%) when R-value is calculated using the series
parallel path method of calculation according to ASHRAE Fundamentals Handbook.

E. Provide documentation for Designer, Fabricator, Erector, and Welder qualifications.
1.06 QUALITY ASSURANCE

A. Designer Qualifications: Design precast concrete members under direct supervision of a
Professional Structural Engineer experienced in design of precast concrete and licensed in
South Carolina.

B. Fabricator Qualifications: Company specializing in manufacturing products specified in this
section, with not less than five (5) years of documented experience.

C. Erector Qualifications: Company specializing in erecting products of this section with
minimum three (3) years of documented experience.

D. Welder Qualifications: Qualified within previous 12 months in accordance with AWS D1.1
and AWS D1.4.

1.07 DELIVERY, STORAGE, AND HANDLING

A. Handle precast members in position consistent with their shape and design. Lift and support
only from support points.

B. Lifting or Handling Devices: Capable of supporting member in positions anticipated during
manufacture, storage, transportation, and erection.

C. Protect members to prevent staining, chipping, or spalling of concrete.

D. Mark each member with date of production and final position in structure.
PART 2 PRODUCTS
2.01 PERFORMANCE REQUIREMENTS

A. Structural Performance: Design components to withstand the design loads in the configuration
indicated on the drawings.

B. Thermal Performance:

1.  As aminimum, provide insulated concrete sandwich panels having an Assembly
Maximum Value of U=0.123.

PRECAST INSULATED STRUCTURAL CONCRETE PANELS - R1 034110-2
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2. Solid zones in insulated panels will not be permitted above the finished floor and below
top of the roof insulation. Solid zones are permitted below the bottom of the slab on
grade. Otherwise, insulation shall be continuous between wythes throughout the panel.

2.02 MANUFACTURERS

A. Structural Precast Concrete:
1. Any manufacturer holding a PCI Group C Plant Certification for the types of products
specified; see www.pci.org/find/manufacturer.
2. Substitutions: See Section 01 6000 - Product Requirements.

2.03 PRECAST UNITS

A. Precast Structural Concrete Units: Comply with PCI MNL-116, PCI MNL-120, PCI

MNL-123, PCI MNL-135, ACI 318 and applicable codes.

1. Design components to withstand dead loads and design loads in the configuration
indicated on the drawings.

2. Calculate structural properties of framing members in accordance with ACI 318.

3. Design members exposed to the weather to provide for movement of components without
damage, failure of joint seals, undue stress on fasteners or other detrimental effects, when
subject to seasonal or cyclic day/night temperature ranges.

4. Design system to accommodate construction tolerances, deflection of other building
structural members and clearances of intended openings.

2.04 MATERIALS
A. Cement: Gray portland type, conforming to ASTM C 150, Type L.

B. Aggregate, Sand, Water, Admixtures: Determined by precast fabricator as appropriate to
design requirements and PCI MNL-116.

2.05 REINFORCEMENT

A. Tensioning Steel Tendons: ASTM A 416/A 416M, Grade 250 (1720) or 270 (1860);
seven-wire stranded steel cable; low-relaxation type; full length without splices; uncoated.

B. Reinforcing Steel: ASTM A 615/A 615M Grade 60 (420).
1. Plain billet-steel bars.
2. Unfinished.

C. Steel Welded Wire Reinforcement: ASTM A 185/A 185M plain type or ASTM A 497/A
497M deformed type; in flat sheets; unfinished.

D. Supports: Manufacturer's bolsters, chairs, spacers, and other devices for spacing, supporting,
and fastening reinforcing bars and welded wire fabric in place according to CRSI's "Manual of
Standard Practice," PCI MNL 116 and as follows:

1. For thermally efficient panels provide glass-fiber and vinyl-ester polymer connectors.
2.06 STEEL CONNECTION MATERIALS

A. Connecting and Supporting Devices: Plates, angles, items cast into concrete, and inserts as
follows:
1. Capable of supporting member in positions anticipated during manufacture, storage,
transportation, and erection.
2. Materials:
a. Carbon-Steel Shapes and Plates: ASTM A36 (A 36M).
b. Carbon-Steel Head Studs: ASTM A 108, AISI 1018 through AISI 1020, cold
finished; AWS D1.1, Type A or B, with arch shield.
c. Malleable Steel Castings: ASTM A 47 (A 47M).

PRECAST INSULATED STRUCTURAL CONCRETE PANELS - R1 034110-3



C336 - Colleton County Shell Building 2 10/18/2013
Colleton County, SC

. Deformed-Steel Wire of Bar Anchors: ASTM A 496 or ASTM A 706 (A 706M).

e. Carbon-Steel Bolts and Studs: ASTM A 307, Grade A (ASTM F 568M, Property
Class 4.6); carbon-steel, heavy hex bolts and studs; carbon-steel nuts; and flat,
unhardened steel washers.

f.  Carbon-Steel Bolts and Studs: ASTM A 325 (A 325M), Type 1, heavy hex steel
structural bolts, heavy hex carbon-steel nuts, and hardened carbon-steel washers.

3. Finish: For exterior steel items and items indicated for galvanizing, apply zinc coating by
hot-dip process according to ASTM A 123 (A 123M) after fabrication, and ASTM A 153
(A 153M), as applicable.

a. Galvanized Repair Paint: High-zinc-duct-content paint with dry film containing not
less than 94 percent zinc dust by weight, and complying with DOD-P-21035A or
SSPC-Paint 20.

2.07 ACCESSORIES

A. Connecting and Supporting Devices: Plates, angles, items cast into concrete, and items
connected to steel framing members, and inserts as follows:
1. Design: Capable of supporting member in positions anticipated during manufacture,
storage, transportation, and erection.
2. Material: Carbon steel conforming to ASTM A 36/A 36M. Galvanized when exposed to
exterior.

B. Rigid Insulation Board: Provide either Expanded-Polystyrene, Extruded-Polystyrene or
Polyisocyanurate Board in the thickness shown on drawings to meet the R-Value minimum.

C. Wythe Connectors: Manufactured to connect wythes of precast concrete panels.
1. For thermally efficient panels provide glass-fiber and vinyl-ester polymer connectors or
equivalent to meet thermal and structural criteria.

D. Grout:
1. Non-shrink, non-metallic, minimum yield strength of 7,000 psi (48 MPa) at 28 days.

E. Bearing Pads: High density plastic, Vulcanized elastomeric compound molded to size,
Neoprene (Chloroprene), or Tetrafluoroethylene(TFE); Shore A Durometer 25; 1/8 inch (3
mm) thick, smooth both sides.

F. Bolts, Nuts and Washers: High strength steel type recommended for structural steel joints.
G. Prime Paint: Zinc rich alkyd type.

2.08 FABRICATION
A. Conform to fabrication procedures specified in PCI MNL-116.

B. Maintain plant records and quality control program during production of precast members.
Make records available upon request.

C. Ensure reinforcing steel, anchors, inserts, plates, angles, and other cast-in items are embedded
and located as indicated on Drawings.

D. Provide required openings with a dimension larger than 10 inches (250 mm) and embed
accessories provided under other sections of the specifications, at indicated locations.

2.09 FINISHES

A. Ensure exposed-to-view finish surfaces of precast concrete members are uniform in color and
appearance.

B. Cure members under identical conditions to develop required concrete quality, and minimize
appearance blemishes such as non-uniformity, staining, or surface cracking.
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C. Finish members to PCI MNL-116 Finish B grade.

D. Plant Finish: Normal plant finish: Surface may contain small surface holes, less that 1/4-inch
(6mm), caused by air bubbles, minor ships or spalling at edges or ends, without major
discoloration.

E. Exposed-to-View Finish: Grind edges and remove fins and protrusions.
1. Exterior Faces: Normal plant bed finish.
2. Interior Faces: Light trowel finish.
3. Edges: Sack Rubbed finish.

2.10 FABRICATION TOLERANCES

A. Conform to fabrication tolerances specified in PCI MNL-135 .
PART 3 EXECUTION
3.01 EXAMINATION

A. Verify that site conditions are ready to receive work and field measurements are as shown on
Drawings.

3.02 PREPARATION

A. Prepare support equipment for the erection procedure, temporary bracing, and induced loads
during erection.

3.03 ERECTION

A. Erect members without damage to structural capacity, shape, or finish. Replace or repair
damaged members.

B. Align and maintain uniform horizontal and vertical joints, as erection progresses.

C. Maintain temporary bracing in place until final support is provided. Protect members from
staining.

D. Provide temporary lateral support to prevent bowing, twisting, or warping of members.

E. Install bearing pads.

F. Grout base of wall panels.

G. Secure units in place. Perform welding in accordance with AWS D1.1.
3.04 TOLERANCES

A. Erect members level and plumb within allowable tolerances.

B. Conform to PCI MNL-135 for erection tolerances.

C. When members cannot be adjusted to conform to design or tolerance criteria, cease work and
advise Architect. Execute modifications as directed.

3.05 PROTECTION
A. Protect members from damage caused by field welding or erection operations.
3.06 CLEANING
A. Clean weld marks, dirt, or blemishes from surface of exposed members.
3.07 SCHEDULES
END OF SECTION
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