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CPY

RWC

JHN

JOB#

RATED WALL TYPES PLAN

SCALE: 1/8" = 1'-0"

AUGUST 2013

TYPE "2" - PARTITION

SCALE: NTS

TYPE "3" PARTITION

SCALE: NTS

TYPE "4" PARTITION

SCALE: NTS

TYPE "5" PARTITION

SCALE: NTS

TYPE "6" PARTITION

SCALE: NTS

TYPE "7" PARTITION

SCALE: NTS

TYPE "1" - PARTITION

SCALE: NTS

EWC

UP

HVAC

HVAC

HVAC

HVAC

4A

3

4

4A

2A

3

1

1

1

1

1

1

1

1

03

WAREHOUSE

11

TRUCK BAY

10

OFFICE

05

OFFICE

08

UTILITY

07

ADA UNISEX

06

CHANGING ROOM

09

BATH 2

04

CIRCULATION

03

OFFICE

02

OFFICE

01

VESTIBULE

Ex. Building

13

WORKSHOP

14

LANDING DOCK

15

OXYGEN BIOHAZARD STORAGE

Ex. Building

6A

6A

2

NOTE:

ASSUMED 2

HOUR WALL

3

1A

1A 1A

1A

3

3

3

4

4

2A 5 5A

5 5A

2

6A

6A

6A

7

7

Temp.

Glazing

Temp.

Glazing

FEFE

FE

FE

FE

FINISH 5

FINISH 4

FINISH 1

FINISH 4
FINISH 4

FINISH 3

FINISH 1

FINISH 1

FINISH 1

FINISH 2

FINISH 4

FINISH 6 FINISH 6

FINISH 5

1

1

1

1

5A

2 HR WALL

PARTITION TYPE
1

NOTES

NOTE:

8" CMU WITH WITH METAL FRAMING & CLADDING ABOVE.

CONCRETE SLAB, SEE STRUCTURAL

CONCRETE MASONRY UNIT, GROUT ALL

CELLS SOLID,  SEE STRUCTURAL FOR

REINFORCING

10-0"A.F.F.

2

BOTTOM OF STRUCTURE

SEALANT

METAL CLADDING

3/4" PLYWOOD PANEL TO 8'-0" LINE

STEPPED FLASHING

8'-0" A.F.F.

8" CMU @ 9'- 4" AFF, W/ METAL FRAMING & CLADDING ABOVE,

W/ NO PLYWOOD ON INTERIOR, & W/ NO INSULATION.

2A

NOTE:

1.  REFER TO STRUCTURAL DWGS FOR REINFORCING.

2.  EXPOSED CMU TO BE PAINTED. SEE FINISH SCHEDULE.

8" CMU W/  STEEL & CONC FLOOR & CLADDING ABOVE,

W/ RIGID INSULATION BELOW & FIBERGLASS BAT INSULATION ABOVE

CONCRETE SLAB, SEE STRUCTURAL

CONCRETE MASONRY UNIT, GROUT ALL

CELLS

SOLID  SEE STRUCTURAL FOR REINFORCING

9'-4"A.F.F.

3

BOTTOM OF STRUCTURE

SEALANT

10'-5-3/4"A.F.F.

METAL CLADDING

METAL FRAMING

STEPPED FLASHING

R-19  INSULATION

1" RIGID INSULATION

1" Z - FURRING CLIPS

5/8" MOULD RESISTANT GYP. BOARD

STEEL & CONC. FLOOR SYST.

SUSPENDED ACOUSTICAL CEILING TILE

NOTE:

1.  REFER TO STRUCTURAL DWGS FOR REINFORCING.

2.  EXPOSED CMU TO BE PAINTED. SEE FINISH SCHEDULE.

8" CMU W/  STEEL & CONC FLOOR, W/ RIGID INSULATION BELOW

CONCRETE SLAB, SEE STRUCTURAL

CONCRETE MASONRY UNIT, GROUT ALL

CELLS

SOLID  SEE STRUCTURAL FOR REINFORCING

9'-4"A.F.F.

4

10'-5-3/4"A.F.F.

STEEL & CONC. FLOOR SYST.

3/4" PLYWOOD PANEL

1" RIGID INSULATION

1" Z - FURRING CLIPS

5/8" MOULD RESISTANT GYP. BOARD

SUSPENDED ACOUSTICAL CEILING TILE

CONCRETE SLAB, SEE STRUCTURAL

GALVANIZED METAL STUD TRACK

GALVANIZED METAL STUDS

(2) LAYERS 5/8" GYPSUM WALLBOARD

BOTH SIDES OF STUDS

GALVANIZED METAL STUD TRACK

BOTTOM OF STRUCTURE/DECK ABOVE

SEALANT (BOTH SIDES)

SEALANT, BOTH SIDES
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8" CMU W/  STEEL & CONC FLOOR, W/ 2-HR RATED METAL FRAME

WALL ABOVE, W/ RIGID INSULATION BELOW

4A

NOTE:

1.  REFER TO STRUCTURAL DWGS FOR REINFORCING.

2.  EXPOSED CMU TO BE PAINTED. SEE FINISH SCHEDULE.

8" CMU W/  METAL FRAMING & CLADDING ABOVE,

W/ RIGID INSULATION BELOW & FIBERGLASS BAT INSULATION ABOVE

CONCRETE SLAB, SEE STRUCTURAL

CONCRETE MASONRY UNIT, GROUT ALL

CELLS

SOLID  SEE STRUCTURAL FOR REINFORCING

3'-4"A.F.F.

5

BOTTOM OF STRUCTURE

SEALANT

8" CMU W/  METAL FRAMING & CLADDING ABOVE, W/ FIBERGLASS

BAT INSULATION ABOVE, W/ 3/4" PLYWOOD PANEL TO THE 8'-0" LINE

5A

METAL CLADDING

METAL FRAMING

STEPPED FLASHING

1" RIGID INSULATION

1" Z - FURRING CLIPS

3/4" PLYWOOD PANEL

R-19  INSULATION

3/4" PLYWOOD PANEL TO EAVE

NOTE:

1.  REFER TO STRUCTURAL DWGS FOR REINFORCING.

2.  EXPOSED CMU TO BE PAINTED. SEE FINISH SCHEDULE.

8" CMU W/ RIGID INSULATION

CONCRETE SLAB, SEE STRUCTURAL

CONCRETE MASONRY UNIT, GROUT ALL

CELLS

SOLID  SEE STRUCTURAL FOR REINFORCING

VARIESA.F.F.

6

BOTTOM OF STRUCTURE

SEALANT

8" CMU W/ NO INSULATION

6A

1" RIGID INSULATION

1" Z - FURRING CLIPS

5/8" MOULD RESISTANT GYP. BOARD

NOTE:

1.  REFER TO STRUCTURAL DWGS FOR REINFORCING.

2.  EXPOSED CMU TO BE PAINTED. SEE FINISH SCHEDULE.

8" CMU W/  STEEL & CONC FLOOR & CLADDING ABOVE,

W/ RIGID INSULATION BELOW & FIBERGLASS BAT INSULATION ABOVE

CONCRETE SLAB, SEE STRUCTURAL

7

BOTTOM OF STRUCTURE

SEALANT

METAL CLADDING

METAL FRAMING

R-19  INSULATION

3/4" PLYWOOD PANEL TO EAVE

8'-0"A.F.F.

CONCRETE SLAB, SEE STRUCTURAL

GALVANIZED METAL STUD TRACK

3" THICK ACOUSTIC BATT

INSULATION,

(STC RATED WALLS ONLY)

GALVANIZED METAL STUDS

5/8" GYPSUM WALLBOARD (TYPE "X" AT

STC

RATED PARTITIONS ONLY) (1) LAYER,

BOTH

SIDES OF STUDS

GALVANIZED METAL STUD TRACK

BOTTOM OF STRUCTURE/DECK ABOVE

3 5/8" METAL STUDS @ 24" O.C. (STC 45)

SEALANT (BOTH SIDES)

SEALANT, BOTH SIDES

NOTE:

ALL TOILET ROOMS SHALL HAVE 5/8" CEMENTITIOUS BACKER BOARD WITH

CERAMIC TILE WAINSCOT. PROVIDE 5/8" MOISTURE RESISTANT GYPSUM

WALLBOARD ABOVE WAINSCOT LEVEL.

1

3 5/8" METAL STUDS @ 24" O.C. (STC 45), W/ 5/8" GYP. BOARD ON ONE SIDE ONLY.

1A


