COMBINATION SPRING
AND RUBBER IN SHEER
VIBRATION ISOLATION
SELECTED BY VIBRATION

ISOLATOR SUPPLIER (4 REQUIRED).

STEEL METAL FRAMING CHANNEL TO SPAN
A MINIMUM OF 2 ROOF GIRTS. SELECTED
BY PROFESSIONAL ENGINEER IN EMPLOY

OF VIBRATION ISOLATOR/SEISMIC SUPPLIER.

ROOF GIRTS

48" 0.C.
VERIFY.

HEAT PUMP

AHU SUSPENSION DETAIL

SCALE: NTS
NOTE: MOUNT EF6 IN SIMILAR MANNER

EXTERIOR WALL

WALL EXHAUSTER /® Ve CONSTRUCTION
FAN COVER
/-BACK DRAFT DAMPER
>1 k1= GRILLE FOR
P! SURFACE MOUNTING
=
=
=
DIRECT DRIVE MOTOR 1// PROVOIDE BALANCING

DAMPER WITH 2"
STAND—OFF

AND FAN ARRANGEMENT

SIDEWALL EXHAUST FAN

SCALE: NTS

v, EARTH BACKFILL

1= - =1 =TT
36" DEEP x 36" DIAMETER DRYWELL. T | EELGT racyae
LINE WITH FILTER CLOTH AND ! %%g@%g%go%@gg% I XDRAIN LINE FROM BLDG
FILL WITH 17 TO 2" DIAMETER WASHED L |[Zo%iet e ool
STONE TO WITHIN 6” OF TOP. FOLD I g%gg&?%gg%@& UNDISTURBED SOIL
FILTER CLOTH OVER TOP OF STONE FILL. ;0 <§§b Q@@@%§<§>§§@ %E—STONE FILL
COVER REMAINING 6” WITH SOIL. (TYPICAL) [r|lss o2 Pl

e T T T FILTER CLOTH

SCALE: NTS

SEISMIC CABLE (4 REQUIRED) KITS SELECTED BY

PROFESSIONAL ENGINEER IN EMPLOY OF VIBRATION
ISOLATOR/SEISMIC SUPPLIER.

HP TO BE FASTENED TO
TRAPEZE HANGER PER

SEISIMIC SUPPLIER (2
REQUIRED).

¥ Qumy

>
45 DEGREE BRANCH TAKEOFF

L =

W/4 (6" MINIMUM LG.)

D1 + 27

DO NOT USE CONNECTIONS WITH SCOOPS

STAND—OFF

o

SCALE: NTS

/-FURRED WALL

SEAL OPENINGS WITH
VAPOR—-PROOF, FOAM
INSULATION

, CMU WALL
/ / ROUTE LIQUID LINE AND
4 VAPOR LINE ON INTERIOR OF WALL

| /—DISCONNECT

MIN.

22 VIBRATION

| ISOLATORS

=

SEAL AROUND
PENETRATIONS

\ STUB PIPE AT TOP OF PAD.

PVC SLEEVE SIZED AS REQUIRED
USE LONG RADIUS ELBOW FOR PVC

HEAT PUMP UNIT INSTALLATION

SCALE: NTS

PROVOIDE BALANCING
DAMPER WITH 2"

NOTES:

1. SUPPORT SYSTEM MUST NOT
DAMAGE DUCT OR CAUSE OUT

OF ROUND SHAPE

2. DUCTS ARE FLEXIBLE WITH
EXTERNAL INSULATION AND
VAPOR BARRIER JACKETING

3. MIN CENTER LINE BEND RADIUS
IS ONE DIA, (OR INSIDE RADIUS

OF D/2)

SEE
NOTE 2

1" MINE |

SPACING

WIRE HANGER

SEE
NOTE 2

1k

1" BAND CLAMP

bl

MAX SAG 1/2" PER
FOOT OF SUPPORT

STRAIGHT SECTION FLEXIBLE DUCT

SCALE: NTS

BALANCE DAMPER

WITH LOCKING

QUADRANT. (TYPICAL

ALL DIFFUSERS)

SOOBABEN

|
|
< 9|
|
|

WRAP ALL BRANCH DUCTS AND
COVER CONNECTIONS WITH DUCT
WRAP. SEE SPECIFICATIONS.

WIRE HANGER TO
/ STRUCTURE
STAINLESS STEEL SCREW

DRIVER OPERATED BAND
(TYP)

OO0

WAAOBBAANG

FASTEN RIGID DUCT W/
SHEET METAL SCREWS

ROUND RIGID
DUCT

12" WIDE 24

GA SHIELD

2" X 24" GA STRAP

NOTE:

PROVIDE SUPPORT ON ALL
BRANCH DUCT RUNOUTS.
MINIMUM OF TWO SUPPORTS
ON BRANCH DUCTS OVER

6'—0" IN LENGTH.

ROUND RIGID DUCT

12" WIDE 24 GA SHIELD

TOOALAA0)

DIFFUSER SUPPORT

PROVIDE 3/4" HAT — —
CHANNELS, BOTH 9
DIRECTIONS, FOR

UL 181 LABELED INSULATED FLEX DUCT.

SEE SPECS. NO SAGS OR SHARP 90
TURNS ALLOWED EXCEPT AT DIFFUSER
CONNECTION. MAXIMUM LENGTH 6 FT.

ROUND TO RECTANGULAR
OR SQUARE ADAPTER

BACK OF DIFFUSER
SHALL BE INSULATED

2"x24" GA STRAP

UL 181 LABELED INSULATED FLEX
DUCT. SEE SPECS. NO SAGS OR
SHARP 90° TURNS ALLOWED
EXCEPT AT DIFFUSER CONNECTION.

ROUND TO RECTANGULAR
OR SQUARE ADAPTER

BACK OF DIFFUSER
SHALL BE INSULATED

Y \ 1 /I\ ‘l / L9
GYP. CEILING / /
DIFFUSER
SURFACE MOUNTED
3 WIRE HANGER
/ TO STRUCTURE
STAINLESS STEEL
SCREW DRIVER
OPERATED BAND
(TYP)
N 1
MAXIMUM LENGTH 6 FT.
|
- — 1 1+ |
1
PROVIDE — — —
CHANNELS BOTH | 9
DIRECTIONS, FOR !
DIFFUSER SUPPORT OO0
. I | ( A \lji
\ | | | | \
J AN P /
LAY=IN CEILING DIFFUSER—/

DIFFUSER CONNECTION

SCALE:

NTS

FIRE & RESCUE
HEADQUARTERS
EXPANSION
MABEL T. WILLIS BLVD.
COLLETON COUNTY

SOUTH CAROLINA

COLLETON COUNTY

R.W. CHAMBERS, ARCHITECT
P.O. BOX 1181
BEAUFORT, S.C. 29901

ROSCOE W.
CHAMBERS

BEAUFORT, S.C.

3941
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